
     REPORT NUMBER: ITL70226                                   PAGE: 1 OF 4
     ISSUE DATE: 10/17/11
     PREPARED FOR: PRECISION ARCHITECTURAL LIGHTING
     CATALOG NUMBER: 907D-03-X-4-X-PB-X-120-T8
     LUMINAIRE: EXTRUDED SEMI-DIFFUSE METAL HOUSING WITH CAST DIFFUSE METAL
                END CAPS, FORMED TWO-PIECE WHITE-PAINTED METAL REFLECTOR,
                FABRICATED SEMI-SPECULAR METAL PARABOLIC 32-CELL LOUVER.
     LAMPS: THREE 32-WATT T-8 FO32/835 LINEAR FLUORESCENTS.
     BALLAST: ONE SYLVANIA QTP 1X32T8/UNV ISN-SC, ONE SYLVANIA QTP 2X32T8/UNV
              ISN-SC
     MOUNTING: SUSPENDED
     THE 0 DEGREE PLANE IS PARALLEL WITH THE LAMPS.
     TOTAL INPUT WATTS = 78.2 AT 120.0 VOLTS
     LUMEN TO CANDELA RATIO USED = 9.17
     REPORT IS BASED ON 2950 LUMENS PER LAMP.

     CANDELA DISTRIBUTION                FLUX
          0.0  22.5  45.0  67.5  90.0
      0  2304  2304  2304  2304  2304
      5  2308  2304  2305  2298  2297     219
     15  2193  2213  2267  2304  2317     638
     25  1996  2057  2147  2213  2227     981
     35  1739  1832  1896  1915  1945    1168
     45  1392  1502  1494  1505  1558    1151
     55   834   947  1017  1091  1184     890
     65   103   156   360   556   648     382
     75    22    27    35   109   166      81
     85     3     3     4     8    10       8
     90     0     0     0     0     0

     ZONAL LUMEN SUMMARY
     ZONE        LUMENS      %LAMP      %FIXT
      0- 30        1839       20.8       33.3
      0- 40        3006       34.0       54.5
      0- 60        5048       57.0       91.5
      0- 90        5520       62.4      100.0
     90-180           0        0.0        0.0
      0-180        5520       62.4      100.0

     TOTAL LUMINAIRE EFFICIENCY =      62.4 %

     CIE TYPE - DIRECT
     PLANE            : 0-DEG  90-DEG
     SPACING CRITERIA :  1.21    1.33
     SHIELDING ANGLES :    28      14
     LUMINOUS LENGTH  :48.125   5.563

     LUMINANCE DATA IN CANDELA/SQ M
     ANGLE  AVERAGE AVERAGE AVERAGE
     IN DEG   0-DEG  45-DEG  90-DEG 
        45   11399.  12234.  12758.
        55    8419.  10267.  11952.
        65    1411.   4932.   8878.
        75     492.    783.   3714.
        85     199.    266.    664.
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     CANDELA DISTRIBUTION
             0.0  22.5  45.0  67.5  90.0
       0.0  2304  2304  2304  2304  2304
       2.5  2317  2311  2306  2294  2292
       5.0  2308  2304  2305  2298  2297
       7.5  2292  2290  2302  2301  2303
      10.0  2267  2272  2294  2305  2311
      12.5  2231  2244  2282  2307  2317
      15.0  2193  2213  2267  2304  2317
      17.5  2147  2178  2246  2297  2313
      20.0  2105  2139  2219  2280  2299
      22.5  2057  2100  2188  2252  2269
      25.0  1996  2057  2147  2213  2227
      27.5  1939  2005  2102  2154  2175
      30.0  1874  1954  2041  2084  2098
      32.5  1810  1894  1974  1997  2023
      35.0  1739  1832  1896  1915  1945
      37.5  1660  1765  1799  1825  1851
      40.0  1583  1687  1711  1720  1761
      42.5  1493  1605  1611  1621  1666
      45.0  1392  1502  1494  1505  1558
      47.5  1285  1397  1384  1401  1461
      50.0  1148  1273  1262  1298  1347
      52.5  1010  1113  1142  1183  1269
      55.0   834   947  1017  1091  1184
      57.5   595   749   863   988  1053
      60.0   384   517   709   843   916
      62.5   204   320   533   707   771
      65.0   103   156   360   556   648
      67.5    65    84   211   423   535
      70.0    45    57    99   305   402
      72.5    32    38    53   192   263
      75.0    22    27    35   109   166
      77.5    14    18    23    50   114
      80.0    10    12    15    23    80
      82.5     6     7     9    13    18
      85.0     3     3     4     8    10
      87.5     1     2     2     3     5
      90.0     0     0     0     0     0
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       5-DEGREE                      10-DEGREE
       ZONAL LUMEN SUMMARY           ZONAL LUMEN SUMMARY
         0-  5       55.               0- 10      219.
         5- 10      164.               0- 20      858.
        10- 15      270.               0- 30     1839.
        15- 20      368.               0- 40     3006.
        20- 25      456.               0- 50     4158.
        25- 30      525.               0- 60     5048.
        30- 35      572.               0- 70     5430.
        35- 40      595.               0- 80     5512.
        40- 45      592.               0- 90     5520.
        45- 50      559.               0-100     5520.
        50- 55      497.               0-110     5520.
        55- 60      393.               0-120     5520.
        60- 65      251.               0-130     5520.
        65- 70      132.               0-140     5520.
        70- 75       59.               0-150     5520.
        75- 80       22.               0-160     5520.
        80- 85        7.               0-170     5520.
        85- 90        1.               0-180     5520.
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       COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

       EFFECTIVE FLOOR CAVITY REFLECTANCE 0.20

       RC       80            70           50         30         10      0
       RW   70 50 30 10   70 50 30 10   50 30 10   50 30 10   50 30 10   0

        0   74 74 74 74   73 73 73 73   69 69 69   66 66 66   64 64 64   62
        1   69 67 65 63   68 65 63 62   63 61 60   60 59 58   58 57 56   55
        2   64 59 56 53   62 58 55 52   56 53 51   54 52 50   52 50 49   48
        3   59 53 49 45   57 52 48 45   50 47 44   49 46 43   47 45 42   41
        4   54 47 43 39   53 47 42 39   45 41 38   44 40 38   42 40 37   36
        5   50 43 38 34   49 42 37 34   41 37 33   40 36 33   38 35 33   31
        6   46 39 33 30   45 38 33 30   37 33 29   36 32 29   35 32 29   28
        7   43 35 30 26   42 35 30 26   34 29 26   33 29 26   32 29 26   25
        8   40 32 27 24   39 32 27 24   31 27 24   30 26 23   29 26 23   22
        9   37 30 25 21   37 29 25 21   28 24 21   28 24 21   27 24 21   20
       10   35 27 23 19   34 27 22 19   26 22 19   26 22 19   25 22 19   18

      ALL CANDELA, LUMENS, LUMINANCE, COEFFICIENT OF UTILIZATION AND VCP
      VALUES IN THIS REPORT ARE BASED ON RELATIVE PHOTOMETRY WHICH ASSUMES
      A BALLAST FACTOR OF 1.000.  ANY CALCULATIONS PREPARED FROM THESE
      DATA SHOULD INCLUDE AN APPROPRIATE BALLAST FACTOR.
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