
     REPORT NUMBER: ITL71197                                   PAGE: 1 OF 5
     ISSUE DATE: 02/04/12
     PREPARED FOR: PRECISION ARCHITECTURAL LIGHTING
     CATALOG NUMBER: LTS-03-X-4-X-OC4/PB-X-120-T8
     LUMINAIRE: EXTRUDED SEMI-DIFFUSE METAL HOUSING WITH FABRICATED
                SEMI-DIFFUSE METAL END CAPS, TWO FORMED METAL SIDE REFLECTORS
                WITH PREMIUM SPECULAR FINISH, FORMED WHITE PAINTED METAL UPPER
                REFLECTOR WITH 141 UPLIGHT APERTURES OF VARIOUS SHAPES AND
                SIZES, FABRICATED SEMI-SPECULAR METAL PARABOLIC 29-CELL LOUVER.
     LAMPS: THREE 32-WATT T-8 FO32/835 LINEAR FLUORESCENTS.
     BALLAST: ONE SYLVANIA QTP 1X32T8/UNV ISN-SC, ONE SYLVANIA
              QTP 2X32T8/UNV ISN-SC
     MOUNTING: SUSPENDED
     THE 0 DEGREE PLANE IS PARALLEL WITH THE LAMPS.
     TOTAL INPUT WATTS = 86.1 AT 120.0 VOLTS
     LUMEN TO CANDELA RATIO USED = 9.17
     REPORT IS BASED ON 2950 LUMENS PER LAMP.

     CANDELA DISTRIBUTION                FLUX
          0.0  22.5  45.0  67.5  90.0
      0  1451  1451  1451  1451  1451
      5  1449  1451  1451  1447  1446     138
     15  1370  1387  1423  1455  1466     402
     25  1241  1286  1374  1461  1486     631
     35  1073  1150  1274  1343  1383     781
     45   858   981  1087  1171  1243     827
     55   556   712   843   951  1032     723
     65    79   132   373   563   662     370
     75    20    26    38   146   255     100
     85     3     4     7    11    18      11
     90     0     0     0     0     0
     95    46    85    80    94    84      94
    105   173   284   310   329   327     308
    115   312   424   526   555   543     477
    125   457   544   660   738   740     566
    135   578   652   739   809   824     560
    145   685   732   801   846   855     494
    155   762   790   835   862   870     381
    165   811   821   836   849   855     237
    175   835   837   834   831   833      80
    180   834   834   834   834   834

     ZONAL LUMEN SUMMARY
     ZONE        LUMENS      %LAMP      %FIXT
      0- 30        1171       13.2       16.3
      0- 40        1952       22.1       27.2
      0- 60        3503       39.6       48.8
      0- 90        3983       45.0       55.5
     90-120         879        9.9       12.2
     90-130        1444       16.3       20.1
     90-150        2498       28.2       34.8
     90-180        3196       36.1       44.5
      0-180        7179       81.1      100.0

     TOTAL LUMINAIRE EFFICIENCY =      81.1 %

     CIE TYPE - DIRECT-INDIRECT
     PLANE            : 0-DEG  90-DEG
     SPACING CRITERIA :  1.20    1.45
     SHIELDING ANGLES :    27      12
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     PLANE            : 0-DEG  90-DEG
     LUMINOUS LENGTH  :44.125   5.500

     LUMINANCE DATA IN CANDELA/SQ M
     ANGLE  AVERAGE AVERAGE AVERAGE
     IN DEG   0-DEG  45-DEG  90-DEG 
        45    7750.   9818.  11227.
        55    6191.   9387.  11492.
        65    1194.   5637.  10005.
        75     494.    938.   6293.
        85     220.    513.   1319.
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     CANDELA DISTRIBUTION
             0.0  22.5  45.0  67.5  90.0
       0.0  1451  1451  1451  1451  1451
       5.0  1449  1451  1451  1447  1446
      10.0  1421  1429  1441  1449  1451
      15.0  1370  1387  1423  1455  1466
      20.0  1311  1338  1399  1466  1487
      25.0  1241  1286  1374  1461  1486
      30.0  1161  1222  1338  1415  1440
      35.0  1073  1150  1274  1343  1383
      40.0   969  1072  1185  1263  1315
      45.0   858   981  1087  1171  1243
      50.0   730   874   969  1083  1154
      55.0   556   712   843   951  1032
      60.0   267   421   656   776   867
      65.0    79   132   373   563   662
      70.0    36    50   110   351   458
      75.0    20    26    38   146   255
      80.0     9    12    18    35    87
      85.0     3     4     7    11    18
      90.0     0     0     0     0     0
      95.0    46    85    80    94    84
     100.0   108   184   200   207   218
     105.0   173   284   310   329   327
     110.0   247   359   426   447   437
     115.0   312   424   526   555   543
     120.0   386   482   607   653   648
     125.0   457   544   660   738   740
     130.0   521   599   702   784   798
     135.0   578   652   739   809   824
     140.0   635   694   773   831   844
     145.0   685   732   801   846   855
     150.0   728   764   822   856   864
     155.0   762   790   835   862   870
     160.0   791   810   839   858   866
     165.0   811   821   836   849   855
     170.0   827   832   836   839   845
     175.0   835   837   834   831   833
     180.0   834   834   834   834   834
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       5-DEGREE                      10-DEGREE
       ZONAL LUMEN SUMMARY           ZONAL LUMEN SUMMARY
         0-  5       35.               0- 10      138.
         5- 10      103.               0- 20      540.
        10- 15      170.               0- 30     1171.
        15- 20      233.               0- 40     1952.
        20- 25      291.               0- 50     2779.
        25- 30      340.               0- 60     3503.
        30- 35      378.               0- 70     3872.
        35- 40      403.               0- 80     3972.
        40- 45      415.               0- 90     3983.
        45- 50      413.               0-100     4077.
        50- 55      390.               0-110     4385.
        55- 60      333.               0-120     4862.
        60- 65      233.               0-130     5428.
        65- 70      137.               0-140     5988.
        70- 75       71.               0-150     6481.
        75- 80       29.               0-160     6863.
        80- 85        9.               0-170     7099.
        85- 90        2.               0-180     7179.
        90- 95       20.
        95-100       73.
       100-105      129.
       105-110      179.
       110-115      222.
       115-120      255.
       120-125      278.
       125-130      288.
       130-135      285.
       135-140      275.
       140-145      258.
       145-150      235.
       150-155      207.
       155-160      174.
       160-165      138.
       165-170       99.
       170-175       60.
       175-180       20.
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       COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

       EFFECTIVE FLOOR CAVITY REFLECTANCE 0.20

       RC       80            70           50         30         10      0
       RW   70 50 30 10   70 50 30 10   50 30 10   50 30 10   50 30 10   0

        0   88 88 88 88   82 82 82 82   70 70 70   59 59 59   50 50 50   45
        1   81 78 75 72   75 72 70 67   62 61 59   53 52 51   45 44 43   39
        2   74 68 63 59   69 64 59 56   55 52 49   47 45 43   40 38 37   33
        3   68 60 54 50   63 56 51 47   49 45 42   42 39 37   35 33 32   28
        4   62 53 47 42   57 50 44 40   43 39 36   37 34 31   32 29 27   24
        5   57 47 41 36   53 44 39 34   39 34 31   33 30 27   29 26 24   21
        6   52 43 36 31   48 40 34 30   35 30 27   30 27 24   26 23 21   19
        7   48 38 32 27   45 36 30 26   32 27 24   27 24 21   24 21 18   16
        8   45 35 29 24   42 33 27 23   29 24 21   25 21 19   22 19 16   15
        9   42 32 26 22   39 30 24 21   26 22 19   23 19 17   20 17 15   13
       10   39 29 23 19   36 27 22 18   24 20 17   21 18 15   18 15 13   12

      ALL CANDELA, LUMENS, LUMINANCE, COEFFICIENT OF UTILIZATION AND VCP
      VALUES IN THIS REPORT ARE BASED ON RELATIVE PHOTOMETRY WHICH ASSUMES
      A BALLAST FACTOR OF 1.000.  ANY CALCULATIONS PREPARED FROM THESE
      DATA SHOULD INCLUDE AN APPROPRIATE BALLAST FACTOR.
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